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Area 1: Smoke Chamber 
or Inlet Chamber

Country Thailand

Kiln type Polysius

Capacity 8.000-10.000 TPD

Fuel Alternative fuel 20-25 %

Problem Coating

Product HASLE D59A

Lifetime 36 months

Installation

….after 36 months

HASLE 52AHASLE D59A
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Area 2: Calciner

Country Thailand

Area Calciner

Fuel Alternative fuel 20-25 %

Problem Coating

Product HASLE D59A

Lifetime 42 months

….after 29 months

HASLE D59A
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Area 3: Riser Duct

Country Greece

Problem Coating

Product HASLE D52A

Lifetime 60 months

….after 48 months

HASLE D52A
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Area 4: Cyclones and Cyclone Roof

Country Czech Republic

Area Cyclone Roof of the lowest stage

Problem Roof lining collapsed due to chlorine attack

Product HASLE D39A and HASLE DI1300A

Lifetime 36 months

Cyclone Roof installation

Cyclone Roof after 12 months

HASLE D39A and HASLE DI1300A
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Area 5: Inlet Arch

Country Thailand
Fuel Alternative fuel 20 %
Product HASLE D59A
Lifetime 24 months

HASLE D59A

….after 12 months
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Area 6: Inlet Cone

Country Vietnam

Product HASLE D59A

Lifetime 18 ++ months

Installation

HASLE D59A
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Area 7: Nose ring

Country Saudi Arabia
Product HASLE D52A
Lifetime 24 months

HASLE D52A

….after 12 months
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Area 8: Horse shoe

Country Thailand

Fuel Alternative fuel 20-25 %

Problem Coating

Product HASLE D52A

Lifetime 24 months

HASLE D52A

….after 12 months
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Area 9: Side Walls and Cooler Roof

Country India

Area Conical portion of dust settling chamber

Fuel 100 % pet coke

Product HASLE D59A

Lifetime 48++ months

….after 36 months

HASLE D59A

Installation
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Area 10: Inlet Walls of Cooler

Country Thailand
Fuel Coal + alternative fuel 20-25 %
Product HASLE D52A
Lifetime 36 months

HASLE D52A

….after 24 months
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Area 11: Kiln Hood

Country Thailand
Fuel Coal + Alternative fuel 20-25 %
Product HASLE D52A
Lifetime 36 months

HASLE D52A

….after 30 months



Selected References-Cement Industri | 12

Area 12: Burner

Country India

Product HASLE D52A

Lifetime 12 months

Installation

HASLE D59A

…after 12 months



Selected References-Cement Industri | 13

Area 13: Bull nose

Country India

Fuel Coal + 20% pet coke

Product HASLE D52A

Lifetime 24 months

Installation

….after 24 months

HASLE 52A

HASLE D52A
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V

…after 12 months.

Area 14: Tertiary Air Duct and 
Damper Gate

Country Thailand

Fuel Coal + alternative fuel 20-25 %

Product HASLE D59A

Lifetime: 36 months

HASLE D59A
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